




MC-500 Specifications
Laser type
Wavelength

Output power

Output type
Exposure time
Interval time
Spot size
Aiming laser
Cooling system
Power supply
Power consumption
Dimensions / Weight

Delivery systems

Solid state laser, Diode laser
Green  : 532 nm
Yellow : 577 nm
Red      : 647 nm
Green  : 50-1700 mW
Yellow : 50-1500 mW
Red      : 50-  800 mW
Continuous wave
0.01-3.0 seconds
0.05-1.0 seconds 
50-1000 um with slit lamp delivery (NIDEK SL-1800)
Red diode, 670 nm, max. 0.4-0.8 mW
Air-cooled
100-240 Vac, 50/60 Hz
400 VA
300 (W) x 480 (D) x 820 (H) mm / 35 kg
11.81 (W) x 18.90 (D) x 32.28 (H) " / 77.1 lbs
Slit lamp delivery (NIDEK SL-1800)
Attachable slit lamp delivery (Zeiss 30 SL /M, NIDEK SL-1800)
NIDEK YC-1800 YAG laser combination delivery
BIO delivery (HEINE OMEGA 500)

Caution: U.S. Federal Law restricts this device to sale, distribution, and use by or on the order of a physician.  

MAXIMUM  OUTPUT : 3W, CW
WAVELENGTH : 532 / 577 / 647 / 670 nm

IEC 60825-1 2007

LASER RADIATION 
AVOID EYE OR SKIN EXPOSURE TO 
DIRECT OR SCATTERED RADIATION

CLASS 4 LASER PRODUCTLASER LIGHT - AVOID EYE OR 
SKIN EXPOSURE TO DIRECT OR 
SCATTERED RADIATION

MAXIMUM  OUTPUT : 3W, CW
WAVELENGTH : 532 / 577 / 647 / 670 nm
CLASS IV LASER PRODUCT

NIDEK's technology accumulated on research 
and development of laser photocoagulator 
over decades allows the MC-500 to output 
maximum 1,700 mW of the green laser, 1,500 
mW of the yellow laser, and 800 mW of the 
red laser. 

High Output Power Small Foot Print

Economical and Ecological

As much as 60% of power consumption is reduced 
from the  previous model. With the energy saving, 
NIDEK contributes to the global environmental 
protection, which NIDEK has been promoting  ever 
since NIDEK obtained ISO 14001 certificate.

The MC-500 reduces its foot print by 43% from the 
previous model. 
Its small footprint provides the effective space saving 
in the clinic room.

Size of the previous model

MC-500
Multicolor Laser Photocoagulator
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*Specifications and design are subject to change without notice for improvement.

*All LCD images are simulated.
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Gamagori, Aichi, 443-0038, Japan
Telephone : +81-533-67-6611
Facsimile    : +81-533-67-6610
URL : http://www.nidek.co.jp

[Manufacturer ]

TOKYO OFFICE
(International Div.)
3F Sumitomo Fudosan Hongo Bldg., 
3-22-5 Hongo, Bunkyo-ku, Tokyo, 
113-0033, Japan
Telephone : +81-3-5844-2641
Facsimile    : +81-3-5844-2642
URL :  http://www.nidek.com

NIDEK INC.
47651 Westinghouse Drive
Fremont, CA 94539, U.S.A.
Telephone : +1-510-226-5700
                   : +1-800-223-9044 (US only)
Facsimile    : +1-510-226-5750
URL : http://usa.nidek.com

NIDEK TECHNOLOGIES SRL.
Via dell'Artigianato, 6 / A
35020 Albignasego (Padova), Italy
Telephone : +39 049 8629200 / 8626399
Facsimile    : +39 049 8626824
URL : http://www.nidektechnologies.it

NIDEK SOCIETE ANONYME
Europarc
13, rue Auguste Perret
94042 Creteil, France
Telephone : +33-1-49 80 97 97
Facsimile    : +33-1-49 80 32 08
URL : http://www.nidek.fr


